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ErP Announcement

Product: Internet Camera (IP Camera)
Purpose: 24 hour surveillance and transfer of footage for safety and health
reasons as intented use.

Detailed description:

- Health purposes: Users can pass through the Internet (from anywhere)
to control the product (IP Camera). It's intended to watch and listen to
people who need to be cared for at home and automatically sends
e-mails and phone alerts to warn observers and ask for their attention.
The product also provides a record function to retain all images and
voice information for the sake of reference.

- Safety purposes: Users can initiate a “motion detect” function to
record and send e-mails to notify them when doors or windows are
opened — potentially by unwarranted persons.

- General purposes: Record/monitor environment footage and sound
and store them onto a hard disk as a record.

As we cannot predict when events of this nature may occur, we need for the
product to remain active and alert at all times. If the product had to go into
“standby/off” mode, it would impact the effectiveness of recording and warning
functions resulting in users not getting the information they need.

Based on the ErP official journal of European Union

Directives 2009/125/CE of the European parliament and of the council of
21 October 2009 Atrticle 15 sector 5 part (a) and (b) as below:

“Implementing measures shall have no significant negative impact on the

functionality of the product, from the perspective of the user.”

“Health, safety and environment shall not be adversely affected.”

We announce that the product need not comply with the (EC) No 1275
Standby and on/off mode function of Implementing Measurement.

We will keep up to the newest Implementing Measurements in the future
and make the necessary changes if it's related to this product.
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Copyright© by Edimax Technology Co, LTD. all rights reserved. No part of this
publication may be reproduced, transmitted, transcribed, stored in a retrieval
system, or translated into any language or computer language, in any form or
by any means, electronic, mechanical, magnetic, optical, chemical, manual or
otherwise, without the prior written permission of this Company.

This company makes no representations or warranties, either expressed or
implied, with respect to the contents hereof and specifically disclaims any
warranties, merchantability or fithess for any particular purpose. Any software
described in this manual is sold or licensed "as is". Should the programs prove
defective following their purchase, the buyer (and not this company, its
distributor, or its dealer) assumes the entire cost of all necessary servicing,
repair, and any incidental or consequential damages resulting from any defect
in the software. Further, this company reserves the right to revise this
publication and to make changes from time to time in the contents hereof
without obligation to notify any person of such revision or changes.

The product you have purchased and the setup screen may appear slightly
different from those shown in this QIG. For more detailed information about
this product, please refer to the User's Manual on the CD-ROM. The software
and specifications could be subjected to change without notice. Please visit
our web site www.edimax.com for updates. All rights reserved including all
brand and product names mentioned in this manual are trademarks and/or
registered trademarks of their respective holders.

Linux Open Source Code

Certain Edimax products include software code developed by third
parties, including software code subject to the GNU General Public
License ("GPL") or GNU Lesser General Public License ("LGPL").
Please see the GNU (www.gnu.org) and LPGL
(www.gnu.org) Websites to view the terms of each license.
The GPL Code and LGPL Code used in Edimax products are distributed
without any warranty and are subject to the copyrights of their authors.
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http://www.edimax.com/
http://www.gnu.org/licenses/gpl.txt

For details, see the GPL Code and LGPL Code licenses. You can
download the firmware-files at
http://www.edimax.com under "Download" page.
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1. Product Information

Congratulations on buying this Edimax IP Camera! You've chosen
well. This IP camera is ideal for all kinds of video surveillance from
home and office safety to child and pet monitoring purposes. This
Edimax IP camera is tailor made to stream live video over your
network, so you can view its footage from anywhere on your local
computers. Better yet, you can view its video via the Internet! The
Edimax IC-3005 series features extremely high picture quality
matched by a high frame rate video streaming because of advanced
video compression. To get the best video quality, select MPEG4 or
MJPEG, depending on your network settings.

Before enjoying your new IP camera, please check the package
contents. If anything is missing, return this package to your dealer to
claim the missing contents.

2. Check your package contents

1 x IP Camera

1 x Power Adapter

1 x Mounting Kit

1 x Category 5 Ethernet Cable

1 x Quick Installation Guide

1 x CD (Including Manual/Utility/Multi-Language QIG)

3. System Requirement

CPU: Intel Pentium 4 2.4 GHz above or Intel Dual-Core
2.0GHz

VGA Card Resolution: 1024 x 768 or above

A CD-ROM Drive

Hard Disk: At least 128MB (256MB recommended) of
available space

® OS: Windows 2000/XP/Vista/7



4. Hardware Installation

4.1 LED and Focusing

There are two LEDs indicating the camera's status and networking
status.

LED Blue:

Status \

» Camera Focus

LED Green:
Network
\ J
LED Description
Status Steady on: System is correctly powered on
I Slow Blinking: Camera is booting
O Quick Blinking: Camera is waiting for WPS connection
Network Steady; Network is connected
oo Blinking: Data is transmitted




4.2 Camera Ports

Tripod Connector <

Reset to Default <

Power Jack

/"

— LAN Port

Name Description
Cc-)rrl;lr?eoccior Connects to standard tripod / camera wall holder
Cc':nonvéi;or Connects to 5V DC power adapter
Reset to Press and hold this button for more than 5 seconds
Default / to reset the camera settings to factory default.
*WPS .
(IC-3005Wn Press the WPS button (click) on the IP Cam and
only) click on the Access Point that you want to
Y wirelessly connect it to.
Ethernet Connects to your local area network with Ethernet
Connector cable




4. Hardware Installation

1.  Unpack your Edimax IP Camera from its packaging and ensure
that all the items listed in Chapter 1 are there.

2. Connect the Edimax IP Camera to your network by attaching a
network cable from your switch or router to the LAN port on the
IP Camera.

3. Connect the power adapter to the IP Camera and plug the
adapter into a power outlet. When the IP Camera is ready, the
Blue LED will light up.

Note: It is highly recommended to use only the power adapter
shipped with the IP Camera. Do NOT use any other power adapter
and avoid possible damage to your new device.



5. Software Installation

The Installation Wizard will guide you through this simple process.
Below we tell you how to get it started up. The following example is
for Windows Vista. The procedure is similar for Windows
2000/XP/7.

1. Insert the Edimax CD into your CD-ROM drive. It should start
up automatically. If it doesn't, click on “Autorun.exe” in the
“Autorun” folder on the CD.

2. The Install Wizard will give you four options to choose from.
Here you can select program you wish to install. The following
installation steps are a demonstration of installing the
'Administrator Utility & Camera Viewer’. Click on 'setup utility'.

1C-3005 / 1C-3005Wn

Dmm@m

Sotup Utility  Multi-language  User's Manual 16 channel
elle] viewer

IP Cameras




3. The'Install Wizard' should take you here. Click on ‘Next’ to
continue your installation.

5 Setup - IPCam Admin Utili e

Welcome to the IPCam Admin
Utility Setup Wizard
This will install IPCam Admin v3.0 on your computer.

Itis recommended that you close all other applications before
continuing,

Click Nextto continue, or Cancel to exit Setup.

PN
2 Next> o Ccancel
bt e
oL T L A

4. Click on 'Next' to move to the next step. If you wish to install
the program to an alternate location, click on ‘Browse’ and
select a location.
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Select Destination Location
Where should IPCam Admin Utility be installed?

‘ Setup will install IPCam Admin Utility into the following folder.

To continue, click Next If you would like to select a different folder, click Browse.

:\Program Files (x86)\Intemet Camera\Admin| Browse.

Atleast25MB of free disk space is required

T T

Click ‘Next’ to move on to the next step or make your
selections here.

Select Additional Tasks
Which additional tasks should be performed?

Selectthe additional tasks you would like Setup to perform while installing IPCam Admin Utility.
then click Next

Additional icons:
V| Create a desktop icon

[V] Create a Quick Launch icon

+* te
<Back® || Next> !}J (e cancel
LY A

1



Click on ‘Install’ to install the program.

Ready to Install
Setup is now ready to begin installing IPCam Admin Utility on your computer.

Click Install to continue with the installation, or click Back if you wantto review or change any
settings.

Destination location:

C:\Program Files (x36)\Intenet Camera\Admin
Additional tasks:

Additional icons:

Create a desktop icon
Create a Quick Launch icon

LRl
Py “a,

[ <Back':.][ Install -Q‘]:- Cancel J

L
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7.  Click ‘Finish’ to confirm the software installation.

3 Setup - IPCam Admin Ut

Completing the IPCam Admin
Utility Setup Wizard

Setup has finished installing IPCam Admin Utility on your computer.
The application may be launched by selecting the installed icons.

Click Finish to exit Setup.

| Launch IPCam Admin Utility

SPTT TN
. S

o

2 Finish v

* N
L AL

8. If you have Windows Defender or other 3rd party firewall
software, you may see the following or a similar message,
Please click ‘Unblock’ to allow your Edimax IP camera Utility
to pass through the firewall. Not doing so may cause the IP
camera utility to not function optimally.
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G Windows Security Alert

Windows Firewall has blocked some features of this
program

Windows Firewall has blocked this program from accepting incoming network connections. If
you unblock this program, it

gre the risks of unblocking a

. Name: Admin
A
: Publisher: Unknown

Path: C:\program files (x86)\internet camera\admin\admin.exe

roqrar

Network location: Public network

What are network locations?
St LLLE TS

Unblock ‘,}_]

9. Anew folder named ‘Internet Camera’ under ‘All Programs’ will
be created. Click on 'IP Cam Admin Utility' to connect to the IP
camera and use the camera's functions directly.

[ Keep blocking :T

CyberLink PowerDVD8 Documents
DVS Client
Extras and Upgrades Pictures

Google SketchUp 6

Indigo Rose Corporation

J _wummuiuaerﬂg@mmw .

+*f | Internet Camera e N
. 1PCam Admin Utility N

B . I Uninstall IPCam Admin Utility, « %

Music

Games

a
43 Recent Items

7 Calntirenspan mmmn®® - Computer

J. Maintenance

| Microsoft Expression Network

| Microsoft Office

J. Nero Connect To

). PrintServer Utilities

J. Programs Control Panel

. Skype

| SolidWorks 2008 M Default Programs
f— Help and Support
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10. After installation, the system will automatically run the
‘Administrator Utility’. On the first page, the cameras found in
your network will be listed. Select the one you wish to
configure and click on the ‘Configure Camera’ icon.

2\ Admin v3.0.14

Internet Camera Admin Software

English v

MAC Address IP Address Camera Name

-
Ciaamil S

@ e

“an?®

Yapas®

15



11.

12.

You will be prompted to insert your user name and password.
The default user name is ‘admin’ (unchangeable), and the
default password is ‘1234’ (changeable). Click ‘OK’ to
continue.

User Name xdmin
Password [

Cancel |

The program will automatically detect the IP address status of
your network and suggest a free IP address for the IP Camera
using DHCP. You can accept the suggested address or enter
the values manually. If you enter the values manually, ensure
that the ‘Subnet Mask’ is the same for both the camera and the
PC. Since the IP Camera works through the network (TCP/IP
Protocol) the IP address setting must be correct for you to
access the IP camera. Click ‘OK’ to apply your configuration.

2! Admin v3.0.14

Internet Camera Admin Software

English -
Lan Setting | Secuity |

 DHCP

~

Manual IP

EEECE
EECE
REEE
REEE




6. WEB Management Interface

You can use your WEB browser (Internet Explorer 5.5 or above) to
connect to the IP camera. Type the IP address (see 5.12) in the
address bar of your web browser. Bookmark the address for ease of
future use. You'll be prompted to insert a user name and password:

User name: admin / Password: 1234

Connect to 192.

The server 192.168.2.3 at Internet Camera requires a
username and password.

Warning: This server is requesting that your username and
password be sent in an insecure manner (basic
authentication without a secure connection).

.-y
P o . .
User name: o €@ admin % -
. .
- LA
Password: "m o
MTTL 4
[V|Remerper my password
.
<

Once you're logged on, you will see the following message appear
at the top of Internet Explorer. Click on the message, and click
‘Install ActiveX Control...’

fddress | ] https {192, 168.2,2findex.htm

g the Following Acy
» _Install Activex Control, o
* .
Toa's thig Riskia » *

Information Bar Help



When you see this message, click ’Install’. ActiveX control will be
installed, allowing you to access the IP camera.

Do you want to install this software?

. ' Name: IPCamPluginDMPT.cab
| —J Publisher: Edimax Technology CO., LTD

o
0
E] More options ;’ Install [ ; Don't Install

.
MLTTTTL

& While files from the Internet can be useful, this file type can potentially harm
0 your computer. Only install software from publishers you trust. What's the
N risk?

You should now be able to see the images and hear the sounds
captured by the Edimax IP camera. For advanced functions, please
refer to instructions in the user manual (also on CD-ROM).

) by 7192 168 2 Vindex oy

(ostomeputs ]
 Rocars e
ey

 autoBxosu et

“Fuisewen ] (_Ogizeon ] (_rimwnion )
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R&TTE Compliance Statement

This equipment complies with all the requirements of DIRECTIVE
1999/5/EC OF THE EUROPEAN PARLIAMENT AND THE
COUNCIL of March 9, 1999 on radio equipment and
telecommunication terminal Equipment and the mutual recognition
of their conformity (R&TTE)

The R&TTE Directive repeals and replaces in the directive
98/13/EEC (Telecommunications Terminal Equipment and Satellite
Earth Station Equipment) As of April 8, 2000.

Safety

This equipment is designed with the utmost care for the safety of
those who install and use it. However, special attention must be paid
to the dangers of electric shock and static electricity when working
with electrical equipment. All guidelines of this and of the computer
manufacturer must therefore be allowed at all times to ensure the
safe use of the equipment.

EU Countries Intended for Use

The ETSI version of this device is intended for home and office use
in Austria, Belgium, Denmark, Finland, France, Germany, Greece,
Ireland, Italy, Luxembourg, Bulgaria, Cyprus, Czech Republic,
Estonia, Hungary, Latvia, Lithuania, Malta, Poland, Romania,
Slovakia, Slovenia, the Netherlands, Portugal, Spain, Sweden, and
the United Kingdom.

The ETSI version of this device is also authorized for use in EFTA
member states: Iceland, Liechtenstein, Norway, and Switzerland.

CcO FC
19 g’ 0N20379

EU Countries not intended for use
None
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